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ELECTRICAL SYMBOLS tP= o 1 -z
ALL SYMBOLS DO NOT NECESSARILY APPLY MOUNTING HGT. TO CENTERLINE L = 3 = - _<_
UNLESS OTHERWISE NOTED
SYMBOL DESCRIPTION —
@ WIRED JUNCTION BOX SEE DRAWINGS 7 L _\ H m m Ly ﬁ ” _ ]
H@ DUPLEX RECEPTACLE, 3 WIRE GRD. TYPE, 20A 18" 7 _ ;
H@E_u DUPLEX RECEPTACLE, WEATHERPROOF,20A 18" Z
H@o_.._ GROUND FAULT PROTECTED DUPLEX RECEPTACLE, 20A 18”
H@ QUADRAPLEX WALL RECEPTACLE, 20A 18” UO<<mm mn m_OZ>_| ﬂ_l>z
_H_ PUSHBUTTON STATION 48" O O U m U Z O |_|m m ._ \A.m“._ .lOu
X LOW VOLTAGE BUZZER TRANSFORMER AS REQUIRED (1) EC. TO INSTALL PLUG MOLD EQUAL TO WIREMOLD G20GB612. RECEPTACLES TO BE 12 INCHES ON CENTER.
] DOOR BUZZER 547 (2)  TELEPHONE OUTLET. PROVIDE JUNCTION BOX WITH PLASTER RING. RUN A 3/4" EMPTY CONDUIT WITH PULL WIRE TO PHONE
BOARD IN TELE CLOSET RM 1212. MOUNT OUTLETS AS DIRECTED BY THE OWNER.
DIMMER SWITCH
o] (3) DATA OUTLET. PROVIDE JUNCTION BOX WITH PLASTER RING. RUN A 1" EMPTY CONDUIT WITH PULL WIRE TO PHONE BOARD IN
& $u $# TOGGLE SWITCH — SINGLE, 3—WAY & 4—WAY 48" TELE CLOSET RM 1212. MOUNT OUTLETS AS DIRECTED BY THE OWNER.
— MANUAL MOTOR STARTING SWITCH W/ PILOT LIGHT 48" @ w_ﬂ_w_” w%_rw_m h%umn%_m_w_w w»_,._r__m_ om;doz. RUN EMPTY 3/4" CONDUIT FROM PUSH BUTTON TO PHONE BOARD. WIRING AND
Kl TELEPHONE OUTLET 18" )
Kl2 TELEPHONE OUTLET — DUPLEX 18" @ PROVIDE WALL LIGHT, ENUNCIATOR, PULL—CORDS, AND ALL WIRING AS REQUIRED TO
COMPLETE "NURSE CALL SYSTEM" WITH THE PUSH BUTTON TO BE INSTALLED IN THE PBPU. EXISTING CONDITION NOTES
q DATA OUTLET — CATEGORY 5 18” VERIFY ACTUAL LOCATION OF ALL DEVICES WITH CONSTRUCTION SUPERINTENDENT PRIOR TO
< DATA OUTLET — DUPLEX CATEGORY 5 - INSTALLATION. SEE SPECIFICATION SECTION 27 52 23 NURSE CALL/ CODE BLUE SYSTEMS THESE DRAWINGS ARE BASED ON INFORMATION PROVIDED TO OUR OFFICE AT THE
2 FOR ADDITIONAL INFORMATION. TIME OF DESIGN. THEREFORE, IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY
— SAFETY SWITCH AS REQUIRED ALL EXISTING CONDITIONS INCLUDING BUT NOT LIMITED TO, SERVICE LOCATION,
(8)  POLICE CALL/ PANIC BUTTON. INSTALL PER SPECIFICATIONS. SERVICE LAYOUTS, SECONDARY FEEDER LENGTH, TELEPHONE SERVICE LOCATION,
= MAGNETIC MOTOR STARTER AS REQUIRED AMV ETC... AND REPORT ANY DISCREPANCIES TO THE ARCHITECT PRIOR TO BID. FAILURE
J-BOX FOR PATIENT CAMERAS. RUN 3/4" CONDUIT AND CABLE BACK TO MONITORING TO DO SO MAY CONSTITUTE THAT THE CONTRACTOR PROVIDE ANY AND ALL
= COMBINATION STARTER/SAFETY SWITCH AS REQUIRED SYSTEM LOCATED AT THE NURSES m;d\oz. FIELD VERIFY EXACT LOACTIONS AND ADDITIONAL EQUIPMENT, LABOR, ETC... TO MEET THE INTENDED DESIGN PARAMETERS.
@ MOTOR OUTLET — 1 PHASE AS REQUIRED REQUIREMENTS.
® (8)  ACCESS CONTROL/PUSH BUTTON FOR POWER DOOR. FIELD VERIFY EXACT REQUIREMENTS.
MOTOR OUTLET — 3 PHASE AS REQUIRED
] (9) VAV BOX. RUN WIRING FOR CONTROLS AND CONNECT TO CIRCUIT CP—28. SEE MECHANICAL <m_ﬂ=u< >_I_I OOZU_._._ozm _Z _H_m_IU
[F] FIRE ALARM BREAK STATION 48 DRAWINGS FOR MORE INFORMATION. FIELD COORDINATE EXACT REQUIREMENTS WITH THE
HA FIRE ALARM AUDIO/VISUAL SIGNAL DEVICE 80~ MECHANICAL CONTRACTOR.
NEW AHU-1 LOCATED IN THE MECHANICAL ROOM ON THE SECOND FLOOR. EXISTING CONDUIT, GENERAL CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS
S— N R EMOTE MDA TORGKE DETECTOR AS REQUIRED @@ WIRE AND MOTOR STARTER TO BE REUSED. FIELD ERIFY EXACT LOCATION AND
@ SYSTEM HEAT DETECTOR (FIXED TEMP.) CEILING MTD REQUIREMENTS WITH THE MECHANICAL CONTRACTOR.
. . (1) JUNCTION BOX TO CONNECT ROLLING COUNTER SHUTTER TO EXISTING FIRE ALARM SYSTEM.
® FIRE ALARM WATER FLOW SWITCH AS REQUIRED FIELD COORDINATE EXACT REQUIREMENTS.
[T] FIRE ALARM TAMPER SWITCH AS REQUIRED (12)  SWITCH AND J-BOX FOR LC GLASS FIELD COORDINATE EXACT REQUIREMENTS WITH G.C. PRIOR
@ SYSTEM SMOKE DETECTOR CEILING MTD. TO ROUGH-IN.
(13)  THE ELECTRICAL CONTRACTOR SHALL INCLUDE IN HIS BID THE WIRING OF THE PNEUMATIC
®© (P AGING MUSIC PSECURITYY TUBE SYSTEM. THAT SHALL INCLUDE, BUT NOT BE LIMITED TO, RUNNING POWER FEEDS TO
THE BLOWER PACKAGES, CONTROL BOX AND AUDIO SWITCHER BOX AND RUNNING AND
TERMINATING ALL COMMUNICATION CABLING. VERIFY ALL REQUIREMETNS WITH THE EQUIPMENT
NOTE: IN HANDICAPPED AREAS, THE RECEPTACLES AND TELEPHONE OUTLETS SHALL BE MOUNTED MANUFACTURER AND G.C. PRIOR TO COMMENCING WORK.
AT 24" AF.F.; THE ._.ooo_um.. SWITCHES, THERMOSTATS AND MANUAL MOTOR STARTERS e WANDERING MANAGEMENT SYSTEM 70 BE INTEGRATED WITH DOOR CONTROLS. SEE
SHALL BE MOUNTED AT 42" A.F.F. . .
SPECIFICATIONS FOR MORE DETAILS. FIELD COORDINATE EXACT REQUIREMENTS WITH THE
COTR PRIOR TO ROUGH-IN.
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